
ADJUSTMENT OF THE DOSE IN ELECTRONIC COFFEE GRINDERS 
The control panel has a full touch display.  
Before increasing or decreasing the supply time you need to ensure you have chosen the desired granule 
size.  

To adjust the supply time relating to the single dose, double and 
triple, you need to access SETTINGS menu, pressing red gear in 
the upper right corner of the screen.  
Once inside the Settings menu, it’s easy to move inside it through 
the arrows on the sides of the screen. 
The first item appearing is the single dose. Immediately you see 
the established time for a single dose, which can be decreased or 
increased thanks to the keys “+” and “-“.  
Once the desired time is selected it will be automatically saved. 
Weigh the dose supplied with the precision scale and, if 
necessary, repeat the operation until desired grams are 

obtained. Repeat the operation also on the double dose and triple dose if desired, or keep it OFF. 
OTHER FUCNTIONALITIES OF THE ELECTRONIC DISPLAY 
To access Settings menu, pressing the red gear in the upper right corner of the screen. As explained in detail 
above, use the arrows on the sides of the screen to move inside the menu.  
The programming menu enables setting: 

• single dose supply time (+; -) 

• double dose supply time (+; -) 

• triple dose supply time (+; -; OFF)  

• brightness (+; -) 

• volume of the acoustic signal (on; off) 

• button mode 
STANDARD: a click a dose, two clicks double dose, three clicks and more triple dose; 

     DISABLED: to bypass button operation 

• lock menu settings: (locked; unlocked) through a password supplied by the producer. 

• burrs wear: shows the number of doses to supply before receiving the warning signal to replace the 
burrs. Once the worn burrs are replaced with the new ones, push “reset”, put the password supplied by the 
producer and choose the suitable type 

    STANDARD:   
    TITANIUM:   
     RED SPEED:  
     OFF  to turn off the reminder 

• manual dose: (unlocked; locked) Through a password supplied by the producer 

• date and Hour 

• led light: always ON; while GRINDING; always OFF  

• counters: 
o DAILY (d): It resets automatically every day at midnight 
o WEEKLY (w): It resets automatically every Sunday at midnight 
o MONTHLY (m): It resets automatically every last day of the month at midnight 
o TOTAL (total): life cycle of the coffee grinder, it cannot be reset to zero 
DAILY, WEEKLY and MONTHLY can be reset manually by pressing the “reset” button with the 
password supplied by the prducer 



REGOLAZIONE DELLA DOSE NEI MACINACAFFE’ ELETTRONICI  

Il pannello di controllo possiede un display full touch.  
Prima di aumentare o diminuire il tempo di erogazione è necessario assicurarsi di aver scelto la 
granulometria desiderata.  

Per regolare il tempo di erogazione relativo alla dose singola, 
doppia e tripla è necessario accedere alle IMPOSTAZIONI 
premendo l’ingranaggio rosso in alto a destra dello schermo.  
Una volta all’interno del menù impostazioni è semplice 
spostarsi all’interno dello stesso tramite le due frecce ai lati 
dello schermo.  
La prima voce che appare nel menù è la dose singola, in cui è 
subito visibile il tempo di erogazione stabilito, che può essere 
diminuito o aumentato grazie ai tasti + e -. Una volta selezionato 
il tempo desiderato il settaggio rimarrà salvato 
automaticamente. Con la bilancia di precisione pesare la dose 

erogata e, se necessario, ripetere l'operazione fino ad ottenere i grammi desiderati. Ripetere l’operazione 
per regolare anche la dose doppia e tripla (se lo si desidera, altrimenti lasciare OFF). 
ALTRE FUNZIONALITÀ DEL DISPLAY ELETTRONICO 
Per accedere al menu Impostazioni premere l’ingranaggio rosso in alto a destra e come spiegato 
dettagliatamente sopra per muoversi nel menù utilizzare le frecce ai lati dello schermo.  
Il menù di programmazione permette di impostare: 

• tempo erogazione dose singola (+; -) 

• tempo erogazione dose doppia (+; -) 

• tempo erogazione dose tripla (+; -; OFF) 

• luminosità (+; -) 

• volume del segnale acustico (on; off) 

• modalità del pulsante  
STANDARD:  un clic una dose, due clic doppia dose e tre clic tripla dose; 
NON ATTIVO:  per escludere il funzionamento del pulsante 

• bloccare menù impostazioni (bloccato (locked); sbloccato (unlocked)) tramite password fornita dal 
produttore. 

▪ usura macine mostra il numero di dosi da erogare prima di ricevere il segnale di avviso sostituzione 
macine. Una volta sostituite le macine usurate con quelle nuove premere il tasto “reset” ed 
immettere la password che viene fornita dal produttore e scegliere la tipologia di macine: 

▪ STANDARD   
▪ TITANIO  
▪ RED SPEED  
▪ OFF per disattivare il promemoria 

• Dose manuale: sbloccato (unlocked); bloccato (locked) tramite password fornita dal produttore 

• Data e Ora 

• Led (sempre ON, GRINDING si accende solo durante la macinatura, sempre OFF) 

• contatori: 
o GIORNALIERO (d): si azzera automaticamente ogni giorno a mezzanotte 
o SETTIMANALE (w): si azzera automaticamente ogni domenica a mezzanotte 
o MENSILE (m): si azzera automaticamente ogni ultimo giorno del mese a mezzanotte 
o TOTALE (total): Ciclo di vita del macinacaffè, non può essere azzerato 

GIORNALIERO, SETTIMANALE e MENSILE sono azzerabili manualmente premendo il tasto “reset” 
ed inserendo la password fornita da produttore. 


